6 EHS CHAPTER 06 - CONTROL UNITS

R
EHS 01, EHS 02 // Reversible contactor control units

— Basic control unit for switching 400 V 3~ drives on and off.
— In conjunction with ventilation controller, LSR automation option.

— IP 54 plastic housing with transparent cover, reversible contactor,
motor protection switch and terminal strip for limit switches and
ventilation controllers.

Adjustment switch (Open, Closed, Automatic, Standby).

N2

Equipped as standard with relays for RST rain sensor and wind monitoring
system (no longer featured in catalogue - available on request).

— Deadman switch function or surface switch for remote control available

on request.
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EHS 01.4006 30110.0140.06 1 0,45-0,63 2,7
EHS 01.4010 30110.0140.10 1 0,70-1,00 2,7
EHS 01.4016 30110.0140.16 1 1,10-1,60 2,7
EHS 01.4025 30110.0140.25 1 1,80-2,50 2,7
EHS 02.4006 30110.0240.06 2 0,45-0,63 5,0
EHS 02.4010 30110.0240.10 2 0,70-1,00 5,0
EHS 02.4016 30110.0240.16 2 1,10-1,60 5,0
EHS 02.4025 30110.0240.25 2 1,80-2,50 5,0

{C} LOCK BEWEGT // LOCK MOVES 2023 | 06



	Inhalt
	LSR_35
	LSR_25
	WST_15
	RST_65
	EHS_01_EHS_02
	TST_14_TST_10_TST_20
	EazyPower

